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NPIC/R-162/6+4

PREFACE

This report is in partial response to requirements AF-4-63

£and OSI'R-135 /63. It provides information on the majority of facilities
at the Antimissile Test Ccntel‘.‘

Sarv-Shagan,
USSR, (Figure 1), supplementing previous reporis. 1-6’ It is based
on KEYHOLLE photography from

Included are gescriptions of the facilities comprising the Support

Base, Launch Complex A, Launch Complex B, those sites containing

the recently constructed triad of buildings, and a SAN! training center

approximately 41 nautical miles (nm) south-southwest of Saryv-Shagan.
B

4 detailed report 7' was published in July 1963 on the HEN ROOST
antennas.
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FIGURE 1. ANTIMISSILE TEST CENTER, SARY-SHAGAN, USSR.
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SUMMARY

Photography from
from

KEVYTIOLE missions

W3as Com-
pared with previous photography in order to

update existing reports on the Sarv-Shagan
Antimissile Test Center (SSATC). Thisphotog-
raphy covers the entire Center and represents
cenerally the best KEYHOLL coverage received
to xdi{te. Stereoscopic coverage is provided on
~almost all of the facilities. No new operational.
antimissile-missile launch complexeshave heer;
" identified. Almost all the facilities comprising
the Support Base have

undergong change or

expansion in varving degree from

1

At Launch Complex A minor building con-

struction has occurred in-the headquarters and

administration area f:‘om‘

\—‘;\cti\’it.\' and movement of equipmentw
noted in the six launch -

ociated

electronic facilities.

pansion of facilities at thoesc sites during this

eriod occurred at Electronic Zite . cssociated

with Launch Sitez 5 and 6. < An approximately
<t

300-foo:-long extensiontothe modified l.-sh

SUPPORT

The
covered by« generally

Support Base (Figure 2) been
good KEYHOLE

Relatively signiﬁca\nt development

very
photography..
has taken place in the following areas: \ain
Housing Coniplex,
Site 1,

cdrions Site 1.

Dirt Strip, Instrumentation
Instrurmentation Site 2, and Communi-

\Minor changes have been noted
in the majority of the other fa

acilities. Almost

continuous development has been observed in

the warehouse and. housing areas and &t the
Probable Range Headquarters ‘Complex Control
Area situated in the Main lousing Complex.

- A tower approximately 700 feed highwas erected

TOP SECRET
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of the large rectangular buildin}g, where &

NPIC/R-162/64

<

buildi_ng was completed in the large central
facility at this site.

At Laurnch Complex B little or no change
was discernible in the support and launch areas
during this period.

Construction continued,

. however, in the triad of buildings just southwest

of Facilitv' B. Current emphasis has been-
primarily on the site exterior and on the roof |
circular dish-like or disc-like object was ob-

served in Triad

concurrently at: Instrumentation

activity has
progressed
Sites 2 and 10 and Mossible Instrumentation Site

13.

Another area of interest has been
under development at Possible Instrumentation
Site 13

since cloze to the building

triad and consisting to date of a linear ex-
3
cavarion (approximately 2,200 feet long) with

unidentified possible structure in

in the M\lain Ilousing Complex close to Lake
Balkhash.

From ‘thc
16,500-foot-long dirt stripwas widened from 270

feet to 1,200 feet.

The SAM Training Center,
which is described under the Support
identified onbphorography of

and has been
photographed.

Base,
was
active since that time when
One additional SAM launch sire
and one probable SANMN launch site have been
added to the ‘original three sites since

as well as a small number of buildings.
Construction continues at Instrumentation Site 1,

where a tracking station now hasbeen identified.

Sanitized Copy Approved for Release 2011/03/24 : CIA-RDP78T05439A000300290001-6



Sanitized Copy Approved for Release 2011/03/24 : CIA-RDP78T05439A000300290001-6

TOP SECRET

NPIC/R-162 /64

LMICROWAVE
TERMINAL

SANM SUPPORT FACILITY

LOW-VOLPT AGE —
TRANSFORMER
2
Rl
VARl
/

AIRFIELD AREA

‘"TOP SECRET

Sanitized Copy Approved for Release 2011/03/24 : CIA-RDP78T05439A000300290001-6



\ . 25X1
~ 25Xt
25X1
25x1

I 25X1
. 25X1

25X1
25X1

, ' 25X1

l 25X1

w
25X1

i
1

Sanitized Copy Approved for Release 2011/03/24 : CIA-RDP78T05439A000300290001-6

TOP SECRET

MAIN HOUSING COMPLEX

Housing and Storage Facilities (Figure 3),
The Original t!ousing Area underwent no

significant change from

Along the eastern boundary of the New
ousing Area 16 new dwellings units (the 5

w largest approximatelv 210 by 60 feet) have

been added, some of Wwhich were under con-
struction in Continuing construction
at this area has been observed from that time
until Foundarions for 6 additional
buildings (5 large and one small) were noted
on photography of’ ‘In the area mid-
way between the Original and New Iousing Areas
one new building was observed under con-
struction in

In the Warehouse ‘Area just south of the

Original Housing. Area fr(gm‘

ten small probable warehouscs were con-
structed, two of which were under construction
in a total of 18

such buildings (each approximarely 80 bv 30
feer) appeared at the site. Two warehouses
were erected along the rail line in the Ware-
house Area from

Close to the shores of Lake Balkhash and
just off the northwest corner of the New Housing
Area a tower (approximately T00 feet high)
was observed on photography of
It is situared in an enclosed area (approximately
+80 by 430 feet) which also contains a build-

+ Ing. 135 by 90 feet, five verv small structures,
and a probable gatehouse.

" The rail-served srorage area just south-
east of the New Housing Area can now be
identified as a Probable POL Storage Area.
One new support building (93 by 55 feet) appeared

along the rail spur berween

NPIC/R-162/64

southwest of the New Housing Area, has under-
gone expansion since‘ and changes

continue on the latest coverage of
|:|Foundation for a new building (390
by 65 feet) was observed in|:gin the

northeast corner of the site. The exterior
appeared complete or nearly complete bv

Additional work has been accomplished
on a recently constructed building in the north-

west corner so that it now appears to be
composed externally of a single unit rather than
the two units apparent in Construction
activity was visible on the roofs of both build-
Good-quality

reveals a probable

ings from
photography of
tower adjacent to the base of the administration
building and a second smaller storage tank,
approximately 25 feet in diameter, adjacent to
the 35-foot tank.

By a building 180 by 55 feet
was observed under construction in the south-
west corner of the site, and at the same time
an unidentified structure (255 by 110 feer)

bzing erected outside. the fenced site
and just southwest ef this new burilding. A

roughly parallel svstem of ground conduits

which appeared between

extends from the building to the Probable
Range Headquarters’Complex Control Area.
Plus Configurations (Figure 3). In
two plus configurations were observed

under construction midway between the Probable
Range Headquarters ‘Complex Control Area and
the HEN HOUSE antenna. The one closer to
the HEN HOUSE antenna was in an initial
construction stage: the other, in a more advanced
stage, has crossarms approximately 1,000 and
Q00 feet long, respectively. No evidence of
this' activity  could be found on photography

Two groups of six tanks each are
observed in the area east of the rail line.

Probable Range leadquarters ‘Complex

of Earth for constructing

the plus configurations apparently was obrained
from adjacent borrow pits. From

Control Area (Figures 3 and 4). This area. work of a minor nature continued on the

TOP SECRET
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southern one

the point where

from the DProbable

ieadquarters Complex Control Area to
antenna, two additic

onae

1 pointoftl TOSSAYmMSs

rn plus configuration, the other ex-

1@ southern plus  configuration.

- e =

FIGURE 4. PROSASLE RANGE HEALDQUARTERS COMPLEX
CTONTROL AREA

TEST, FABRICATION, SUPPORT,
AND WAREHOUSE AREA

No chance was noted botwooen

‘in the Test, PFabrication, and

Support Facilities 'C(\mprising_‘ this area (Figure
3). In the Warchouse Facility duringthisperiod
uses of various sizes and positionad

were completed close to the ¢

new rail siding. Niost of these w

were under construction in

Xisting at the site of the now warehouses
been dismantled. No new buildings were

cred along the west side of the new siding,
MAIN SAM SUPPORT FACILITY

main SANI support facility for SSATC

S) is a fence-enclosed road-served

TOP SECRET
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od
‘ea located 1.6 nm northwest of the center
of the primary Sarv-Shagan Airfield. It was
under construction in and  ap-
peared virtually complete by

1

1otography shows the com-

ponents to, be similar to those found at con-
ventional SA-2 SAN! support facilities else-

where in the USSR. No significant change was
observed in components from’—%

Numerous vehicles or pieccs

of.equipment were observed lined up along the
northwest and northeast boundaries of the facility

in‘ A dark ground pattern
along the south-central boundary on’—p;
photography had increased. in size byv

\—‘;\ dark pattern, possibly a ditch,

is noted just south of the main assembly/

receiving building.

SA-2 SAM SITES

Four operational SA-2 SAN sites and their

at lLaunch Complex B, near Instrumentation
e 2, and near the primary airfield. All sites
were constructed or under construction some-

between and are

No recent change was’

in facilities at the launch sites except

for the addition of an unidentified structure just

i i ed area at the SA-2site near the
airfield. This structure appeared between

‘ T4 =

No recent change of significance was ob-

served at associated on-site support facilities
except for the addition of one building (approxi-
mately 110 by 65 feer) at SAN Site C35-2 near

Launch Complex A batwee

Probable equipment at the four =ites has

varied from mission to mission. The on-site

support facilities are generally similar, consist-
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&

R N P I <
N Vrence DISMANTLED -

TEST, FABRIGATION,
E‘IQ “AND WAREH

rd

EXTENDED—"

e

S T ]

\NO SAM SUFFORT FACILITY,

ing of one long revetied building (probably for SAM TRAINING CENTER

missile ready 1ge), one building (approxi- >hotography of revealed the ex-
matelv 110 by 65 feen), and several other smaller istence of a SN Training Center (Figure 6) ap- -
support structures. The 110- by 65-foot building, proximately 41 nm south-southwest of the village
which mayv provide limited checkout capabilities, of Sarv-Shagan. The Center consisted primarily
is present at SAN{ Sites A26-2 and C33-2 and of a rectangular area, probably secured and
possibly at SAN Site B19-2. None canbe identi- measuring 3,170 by 885 feet, with three SAM
fied to date at SANI Site B27-2. These on-site launch sites positioned inside. The reckangular‘

" support facilitiesdiffer in size, lavout, and build- arez is oriented north-south along its major axis.
. .

ings from. the onventional on-gite support Immediately to the east were one main support

facility. ) area and 4 smaller support areas having a, total

-6 -
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! additior: >4\ launch site appearedadjacent

10 s:ructures, and 2 probable vdditional SANT launch site appes dj ,

' - ofrhe rectangular site with
bevondtothe

ed adjacent

of approxims \
motor pools, which appeared to be se
; T south of rhe recrangular

d road-=erved =structure.
2en observed

to the south bou
hrehable motor pools in this period.

the wo
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pretation of the cenerally limited on

most missions by haze, clouds, and cloud shadow.
SARY.SHA

Sometimea batween

AN AIRFIELD

and ju=t noxrth
irfield (Figure 3)
ed from 6.000 to

feet, the full length of the runway,

In the
period two short road spurs were con-
rom the parallel taxiway to the two

1 aids between the runwav and parallel

Between|

two strips were cleared adjacent to and ¢
5

distance fromthe 3, -foot-long strip extending
primary runwav. No
k appeared tohave been accomplis
initial clearance on these strips, wi
approxima , 1. On

12 northw

west of the thr

owed no sign

betw

irtstrip (IMigure
uth-southwest of

an Inner marker

bzacon 3,000 fee of and aligned

with  the A possible
ourer mazr

Larth scarring was noted

iust north of the center of the

nortin of the east end of the strip.

tween

the only

discernible change w the conversion of the
scarred area north of the center of the strip into

an unidentified triangular area. Berwee
1e strip was widened from ap-

proximately 270 ro 625 feet. On

the strip had been cleared of snow, as were
ctions of the roads inthe immediate vicinity of
the strip and the triangular area justnorth of the

of the strip. The roadtothe primary air-
field had not been cleared o¥snow. On

the strip was completely snow covered
although most of the facilities at the primary air-
field had beecn cleared. Removal of snow had
started on the road extending from the airfield
to the dirt strip,

From the dirt strip

to 1,500 feer. T was

625

cned slightly at.the southwest end, giving

was widened from

lengrti
a total of 16,5300 feet: atthe same time additional
cround scarring and several small unidentified

Sstructures appeared at the east end of the strip.

Photozraphy showed the
triangular pattern north of the center of the strip
had assumed a rectangular shape, witlfextensive

cround scarring at the site. Work continued into

and several small unidentified

structures were observed at the site.

INITIAL SUPPORT AREA

Between the

following construction took place in andnear the
tousing and sugﬁport facility ofthe Initial Support
Area which is located in the northernpart of the
Support Base: 2 large buildings in the southern

section, 2 long rectangular buildings in the cen-

-8 -
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25X1

ral sector, 8 small buildings in the northern fenced rozd-served facilities. Components ob-
section, 12 buildings north of the area, and one served in in the smaller of the two
warehouse along the rail line formingthe north- facilities are now complete. A loop road has been

undarv of the ares . . .
ern boundary of the area. constructed serving the drive-through building
CONSTiRUCTlON SUPPORT

AND STORAGE AREA

and there are two probabléburied tanks po-
sitioned one on either side of the revetted struc-

No significant change has been noted in the ture. By asmall administration-
permanent facilities in the Construction Support tvpe building had been constructed at the entrance
and Storage Area since except for the and

to the facility a a ground scar appeared from

dition ime betw
acddition sometime between the steam and heatplantto a small structure near

foq lare P - 7 T he Sto . . .
of a large multistory building in the east the rive-through building. Photography of

central sector just south of Barracks Site No 1. ‘

_ reveals activity near
Photography of owed construction .

° . . the southwest corner of the facility. Four walls

to be continuing at the multistory building.

of an unidentified structure approximately 110
EXPLOSIVES STORAGE AND HANDLING AREA by 100 feetwerebeingerectedduring[hisperiod,

The Explosives Storage and llandling Area and three vehicles or pieces of construcrtion
‘{Figure §) consists of two separate, douhie- material observed atthe site in were

TOP SECRET
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DRIVE-THROUGH

- REVETTED BUILDING <=-» — .

N.STRUCTURE 2LOOP ROAD
*PRQBABLE
VEHICLES 3
*UNIDENTIFIED
STRUCTURE UNDER X

FIGURE €. EXPLOSIVES STORAGE AND HANDLING AREA|:|

not pressnt the following month. A ditchis vis-
ible in the northeast corner of the site.

In the larger of the two facilities, building
and road construction observedin had
been completed bv The revertted

storage buildings appeared unchanged fron

except for the addition of

a ground scar between the two more easterly.
The revetment serving the Hi-Har building had
been completed. Thedrive-throughbuilding, 105
by 63 feet, Temained unrevetied and complete.
The reverment along the south side of the assem-
blv-tvpe building (133 by 95 feet) remained short-
er than the other. Loop roads were constructed

near the southwest corner and in the south-

TOP SECRET
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25X1

central sector during this period. A motor pool
was visible just outside-the northeast corner of
the facility. A roadleadsnorthfromthe site for
a distance of approximately 2,800 feet to apoint
where - it forms a loop containing a possible
structure.

HIGH EXPLOSIVES STORAGE AREA

This area(Figure 9), situated appréximately
1.5 nm southwest of the Probable MNicrowave
Terminal along the western edge of the Support
Base, on KEYHOLE photography of
appeared as a possible storage area under con-
struction. Bertter coverage of
reveals that it is a completed high explosives

=
[
m
9
o)
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stoTage  area, possibly for construction pur-

poses. No additional facilitie= of signific

were added- between

T60 by 270 feet) consists
tructures. revetted on three
ctures are similar, mx

by 65 feer, and have WO ex-
i an obhjoct on the southeast
The and

structure is approximately 65 by 30 feer, Several

corner of €ach thixrd

very small support structures arc located inside

the cleared area’ and outside the north

boundarv. Thearea and access road hadnot heen

just

cleared of snow on photography of

TOP SECRET

PROBABLE MICROWAVE TERMINAL

e Pryobable NMicrowave Term-

western edee of the

4ois located at the

. zppear unchénged since

INSTRUMENTATION SITE 1 .

contir facilities at In-

sStrumen >
The intérierometer appeared i
centially as it did it

were not visible, &

small plowed

in the center mounded area s ppeared gener—

z2lly th size anc mb he fence and
h

r. T
In the support area 12

circular road remaine

buildings were added betweer

servedhere

\—‘Xo significe
2IWe

‘ From

Iv 10 buildings and

added to the
probable instrumentation

sizes were
wo buildings (each approxi-
A the base of an L con-
e control area ¢loseto
feetin diameter.

ap-

cach

Approxim

of 10 v

structures ot

vicinity

buildings wer

of which one. building is
configuration. Additional

12ive vehicular
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TO HEN RQOST
INTERFEROMETER, ANTENNAS

.

UNIDENTIFIED
BUILDING
CONSTRUCT]ON

CONTROL AREA /j/’ GROUNDSCARS

- TO INSTRUMENTATION ' e

TRACKING .
S~ SITE 2 STAUQE‘ 7 UPPORI

A AREA

PROBABLE
|NSﬁRUMENTATION
AREA

" ,?
wF

FIGURE T0. HSTRUMENTATKIJ&TE7[::::::::::] T25x1

inguished on available photography, the sites of ‘ ‘Two components of

the antennas observed on TALENT photozraphy a tria r ldings ‘ere visible for the first
have been relativelv isturbed by trackage and time on p?:ofograph_\' constructed
ground scars since . along the sonthern boundary of the radar opera-
INSTRUMENTATION SITE 2 : tions o 1. “hronological development of this
Inztrumentation Site 2 (l'igure 1D was com- triad, where construction continues, can be found

i of a radar operations area, in Table 1. This triad compares favorably with

a tall self-=supperting lartice building triads which were constructed subse-

perations arca bore a cer- quently  at four SA-1 sites near Nloscow. In

to facilities observed atlilcc- : building. approximately 135

_aunch Complex A, Berween A . appeared to be under construction

the SA-2 SAN launch just north of the modified I.-shaped building in

facility  were constructed. e radar operarions area. By this
red at Site 2(1‘0:17|:| building

TOP SECRET
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UNSDENTIFIED
STRUCTURES

* 2 UNMIDENRIFIE

OBJECTS

ey

/ BUILDING |

—T.

» WITH OBJECT ~

. NPIC/R-162/64

ADAR OPERATIONS
, ‘# AREA"~

”

SAM SITE B19-2

FIGURE 11. INSTRUMENTATION SITE 2 AND SAM SITE sw-z{j

large object on the roof, whichwas considerably
larger thanthe roof abjects onthe small buildings
of the triad. By a narrow structure
paralleling and just north ofthis building had ap-~
peared and a connection was visible between this
recently constructed building and the modified
L.-shaped building. Activity inthe general area of
this new building and the triad since

has consisted of a number of small structures
and in two unidentified light-toned
ObJECIS were apparent here.

A ground scar ap-
peared bet“een‘ ‘ex-

tending from the large rectangular building of the

triad to the support area of the site. From

TOP SECRET

‘one new building was added in

the support area.

COMMUNICATIONS SITE 1

At Communications Site 1 (Figure 12) just
west of the Main Housing Complex, KEYHOLE
photography reveals additional probable dipole
antennas of undetermined number since

inthe northeastern sector, paralleling many
of those previously observed and forming a
roughly semicircular patrtern north of the control
building. Several very small structures have
been added since one just southeast

of the control building, three along the southern

Sanitized Copy Approved for Release 2011/03/24 : CIA-RDP78T05439A000300290001-6
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boundary of the site is not discernible on the
KEVYHOILE photography.
COMMUNICATIONS SITE 2
At Communications Site 2, just north of In-
strurmentation Site 1, are noted on
photography the control building. the guard build-

ing, and 6 verv small structures or vehicles (4

of which were not visible on photog-
raphy). The rhombic antennas observed along”
the eastern and western boundaries of the site
on TALENT photography are not discernible ¢n
the KEVYHOLE photography.

ILLEGIB * COMMUNICATIONS SITE 3

) Recent photography of this site is of rela-

tively poor quality. The site is approximately 16
nm west of LaunchComplex Binthe Impact Area

and was under construction in On
photography of the following

were observed: 2 unidentified structures in the

northernmost area of the site, one structure in
the area second from the north, one inthe south-
ernmost, and approximatelv 7 structures in the

central and principal area. A detailed descrip-

tion of these facilities is not possible. Several
1 buildi small additional sites have beencleared and may
small building o A . ) L .

N b2 occupied. The possible airfield reported from

hotography just southwest of the site
unchangad.

POSSIBLE INSTRUMENTATION _SITE
v building tothe A osite located approximately one nm south-
HEN HOUSE Antenna and re-
}oossible instrumentation site has
2lso appeared bertwe : b not developed into such a site. The limited
rew ground scar. Tt ield of number acilities and scarred area remained

in essentially as theyv appeared on

hotography of he westers phy of

curred during the period from

and these were primarilv inthe

atively few changes oc- warehouse section, the possible electronic site,

TOP SECRET
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and SAMN Site C35-2,

was noted in the housing sectionduringthistima.

No change of significance

Four relatively 1 warehouses and 3 small
buildings were added
western areas of the

possible electronic site, development took place

rae
along the southern and

warehouse section. in the

principally in the western area. Two large

rectangular buildings ‘observedunder construc-
tion in have been completed here and
another one constructed in addition to S semall
buildings. Better photography of the complex has

permitted identification of certain facilities

which existed before but were nor
Inthe SA-2SAN on-site

=sufficiently
clear for identification.
Support & new rectangular buildiﬁg and twovery
small 'structures have been added during this

period. No change in permanent facilities is

ELECTRONIC
SITE B —=

CHeSITE HEADQUARTE
SUPPORT FACILITY ATHMINISTRAT

SSuancy area

SANMSITE

AIRSTHIF

(£ PPROX

FIGURE 13. LAUNCH COMPLEX A.

TOP SECRET
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noted at the airstrip southwest of the head-

quarters and administration area since

however, photographyv of reveals
a landing T on the strip. Five small butldings
and § very small structures in the airstrip sup-
port area are more distinct than previously and

have undergone no apparent change since

‘the entire strip was

cleared of snow; however, the accessroadtothe
Headquarters and Administration Area had no:

vet been cleared.

LAUNCH SITES 1 AND 2
AND ELECTRONIC SITE A
(Figure 15)

L.aunch Sites 1 and 2, which were observed
to be complete or nearly complete in
and probablv complete by re-
semble in certain respects the fan-shaped sites
of the SA-2 SAN! launch svstem. Both sites con-
sist of 5 or p
positions, a central unrevetted guidance area,

sibly 6 drive-through launch

and an outer service road. The diameter across
the site from launchpositiontolaunchposition is
approximately 500 feet. Good-quality current
photography reveals the existence of a tower in
the area batween the two launch sites. The two
sites are double fenced, at least on two sides,
at least three probable guard posts and a
atehouse are positioned along the fence. Re-.
m2nts are not discernible at the launch posi-

ns of either site although those at SANT Site

are clearly visible. During the period

activity seemed to be

focused primarily on the central guidance area
and on a small hardstand alongthe outér service
road of each site.

The central guidan‘ce area at Site 1 in

appeared to consist of 5 structures (2rela-
tively large) and anumber of piéces of equipment
or vehicles. The number of pieces of equipment

Sanitized Copy Approved for Release 2011/03/24 : CIA-RDP78T05439A00030029000
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)

]

ILLEGIB

TO SUPPORT

TO
INSTRUMENTATION
2

-Road

Trail

Fence

Water line

Power line

Building ~
- Revetment

N o =90 1000
/ TOo o~ FEET \APPROXIMATE?
AIRSTRIP ™

- RFIC 1 7808 (5, c4)
FIGURE 14, HEADQUARTERS AND ADMINISTRATION AREA, LAUNCH COMPLEX A:|
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Road
Fence
— -— Power line
— —— Trail
== Building /equipment
4  Probabte guard posts

c 1022

ELECTRONIC
SITE B

IS N
SN i HARDSTAND
LAUNCH
TE 3

LAUNCH PADS WITH
UNIDENTIFIED OBJECTS

/

/
/

oA

LS

ey

/
/

/ -

LAUNCH
~ SITE &

sa> ELECTRONIC
: SITE A
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~ vehicles has changed from tim2 10 rime, and

sometim2 batween ong of
The

inactive,

he two large structures Was removed.

launch positions appea red relatively

although a very sma 111 object with little or no

height was barely discernible on the majority of
the launch positions.
Site 2 de-

to 3 in

The central guidance area at

creased from 4 structures in

The launch positions appearedrel-

atively inactive when photographed. The small

hardstand along the outer service road was

usually occupied by avary ingnumber of vehicles

and ‘or pieces of equipment, and in and

by an object with height and two
verv small structures.
structure& at Electronic

The two largest

Site A have remained from
but

shifred fromtimetotima.

smaller structures oY cquipm2nt have
evidence

‘ the

There wasno

of this =site in‘

cite was complete or ne arlv complete.

LAUNCH SITES 3 AND 4 AND ASSOC!ATED
ELECTRONIC SITE B
1 5

which were not present’
rved under construction
in apps complete and
active ! i
conficuration and are cenerally circular Each
2d of sivunrevetted launchpositions of
and evertred central guid-

The launch positions are not drive
The

. position to launch

is compcC
pecuha:’ <hape an unr

through. distance across each site from

position is
The radia
ohserved connecting launch positions and inter-

approxi-

mately 730 feet.

1 pattern previously

ecting in the
.

EYHOLE photography to form an internal road
roads

center of the site appearson

Perimeter hhave no: been con-

around the sites. Equipment frequently

n, however, using the natural terrain

TOP SECRET

The central guidance area, bordered by the
intersection point of the radial road pattern on
the one side and by a semicircular road pattern
on the other, appears to consist of a small road-
served concrete pa xd OCCLpled by small piﬂces
of equipment oY v change in num-

ber and position from mission to mission.

Photography  of Launch Site 3 in|:’

revealed a pair of unidentified objects each ap-
proximately S0 by 20 feet and located onthe out-
ward portion of each launch position. These ob-
jects appeared & nerallv in the same positionon
photography of

onlv two launch positions were occupied by these
objects and one or two smaller objects. The re-
maining four launch positions were either un-
occupied or occupied by from one to three small

objects. The wwo launch positions continued to
be occupied in|:&|by the pair of large
objects. The smaller objects have shifted on
the other pads during this period. Four small

objects were ohserved on the terrain adjacent
\
the launch posgitions.

of Site 4 since
which revealed the site to

The best coverage
that of
active with a
the fr

positions.

varied number of small objects

ont and rear sections of all six launch
As many as 8ix ofthese objects were
noted on one position and a number were posi-
tioned on the adjoining terrain. Little change in
activity was noted at Site 4 on coverage of
A study of photography of

revecled that the immediate access roadto
Sites 3 and + had not been cleared d of snow nor
did the

cleared,

launch positions appear to have been
Pho-
possibilitv of anumber of
Thé 50= by 20-

foot obwct\ de]D\ ed on launch poanons at Site

ar least since the last snowfall.
tography indicated the
retent snowstorms in the area.
3 were not pra

Electronic Site B

-at Site 4 on overage.

was observed to be under

construction in and to be com-
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plete or
Between

nearly complerte by ‘

a third
40 feet,

building, approximately 100 by was
‘constructed along one leg of the l.-shaped pat-
tern comprising Electronic Site B. On the two
hardstands along the base of the leg and on ad-
joining terrain approximately 16 piccas of equip-
ment or vehicles were positioned in
A slight increase was note
in pieces of equipment or vehicles,
which then totaled 20. The area was.relatively
active on all available Cox‘ei‘ag:e‘ The area ad-
jacent to and just he_\'onci the double-fenced area
of this site which was composed of rwo small
buildings in was observed bv
to be separately fenced andtocontainthree
additional

small structures

or pieces

very
of equipment. .

The unusual road patiern located between
and

Launch ites 3 ar -+ iZlectronic Site B

which Loetography as a
tography as a
into a building.

LAUNCH SITES 5 AND 6

AND ELECTRONIC SITE C

respects to the three
ANTM

associated

operationally deploved probable launch

complexes and  their electronic
<

facilities neaxr

Lounch Site 5

Relatively little if anv change is observed

_eningrad.

in major facilities at this site from

however, equipment Invary-

ing amounts is noted and activity cenerally

changes from mission to mission. Good-quality
the site to consist of a

photography reveals

curved probdble missile-hold ‘launch
7110 by 60 feer),

launch positions approximately 210 feet apa

building

three roughly wedge-shap

a bunker, an unidentified building (75 by 50 fee

RDP78T05439A000300290001-6

NPIC/R-162/64

just east of the curved building, anda tower-like
structure adijacent to the south side of the un-
identified building. The probable missile-hold/
launch building appeared to exist in an undeter-
The

building remains undetermined. A

mined construction stage in
height of
study of photography revealed the

presence of two long vehicles and agray pattern

with no apparent height, positioned perpendicular. -
and adjacent to the east side of the curved build-

ing. Just north of this building and apparently
associated with the northernmost launch position
was a gray pattern having no apparent height
but resembling a segment of the curved building.
An object with height was observed just west of
this pattern. Pieces of equipment or small
structures were noted at the site on and between
each of the three launch positions as well as
The 75- by 50-foot

building did not appear to be drive-through but

scattered along the site.

rather to be served bv a narrow apron or road.

Launch Site 6 .

Components of Launch Site 6 did not change
significantly from
This
Features similar to those found at Site S include

site is generally not as active as Site 5.

a curved probable missile-hold/launch building
110 bv 60 feet) and a building (75 by 50 feert)
with an adjacent tower-like structure to the
south. This site differs from Site 5 in having

no bunker and in having only 2 instead of 3

launch positions. Equipment was positioned on,
as well as between, each of these launch posi-
tions. The distance between the centers of the

launch positions-is approximately 210 feet. The

curved building did not appear to exist

‘but was noted for the firsttimein

The 75- by 350-foot building did not
appear to be drive-through but to be served only
by a wide road or api‘on from one side. Just
north of the curved building and apparently as-

sociated with the northern launch position ob- -

10 -
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>

ELECTRONIC SITE C e
BEOCM-LIKE / ’
STRUCTURE 4

=]

TTOWER-LIKE
- STRUCTURE

fe cable
ilities/Equipment

ATEHOUSES _
LAUNCH SITE 6

LAUNCH SITE 5

'

AUNCH COMPLEX A--LALNCH SITES S AND €, AND ELECTRONIC SITE C

_ 20 -
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portion af the curved building.
Electronic Site C
The 1

the four facilities comprising Flecty

arge central 1

itity i= the only one of

onic Site C
co from

to have undergone significant ch

Puring that tima the

large modified I.- =d building was underex-

tension to the wes Exterior construction of

this extension, dGpproxXime
ap

is wider, .is not aligned with the remainder of

300 fees inlength,

red complete by This extension

the building, and is alternately dark and white
Roof details of this extension

ermined: however, the center roof

sction appears somewhatelevated. Thiscentral

is siruated approximately £.000 feet

= curved building at LaunchSite 3

north-nort the

curved
wunch Site 6. bt build-

entially unch

NPIC/R-162 /64,

MISSILE STORAGE AND CHECKOUT
AREA AND ELECTRONIC SITE D
(Ficure 17)
Changes observed in both Electronic Site D
and  the

from

\iissile Storage and Checkout Area

onsist

onlv of the addition of several small struc-

rures and a probable vehicle in the latter area.
Better photography, however, has permitted
identification of a number of addirional buildings:
which existed previously but were not sufficiently
clear for

identification. Of interest is a newly

identified separately fenced facility along the

west-central boundary of the. Missile Storage

and Assembly Area composed of one partially
revetted structure, one probable revetted struc-
ture, at least four smaller structures, and
several possible longbar-type revetments. This
area probably is used for explosives storage and

appears to have undergone no significant change

30-foot dome observedi:
central facility.

very small structures

nored clo=e to the dome on

3 l:l Just north-northwe st

two very small un-

phorogra

of the doms2

Site C

approximately 3, < aps .l

The ieic {f Electronic
are show
no significant change
southwest extremity. tower-like

the structure

which was present in remains cen-
tered on a large apron serviced by an adjacent
probably semiburied building (120 by 70 feet

This building is in turn serviced by a narrow
apron. At the northeast extremity generally
i A tall boom-like
structure appeared in near the tower-

like structure.

TOP SECRET

eight major buildings in the Missile
and Checkout Area are either drive-

-e served bv an apron extending
of the building.

small structures,

entire “length In

welve of which

two are new, and one probable vehicle were

situated within this ared as were five small

square aprons. These aprons appear to be used
for storage and handling operations rather than
as foundations for buildings.

Flectronic Site D, just north of the Nissile
Storage and Checkout A
7,900 fac of central facility at
Electronic Site C, appears unchanged in the iast

rea

and approximately
west the
vear. aratelv fenced site is composed
of a tangular buildings, and 6
small structures. -

A study of photography of
E:-e\'ealed both the access roads and area

components to be snow covered.
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WISSILE STORAGE AND CHECKOUT AREA AN

Road
Trail
Fence
Possible cable
Revetment
Building

1020

FEET (APPROXIMATE)

7/
ELECTRONIC /_~
o ELECTRONIC SITE D e
= SITE T //

UNIDENTIFIED
STRUCTURES

;- PROBABLE
VEHICLE

PRCEBADLE EXPLOS
RAGE AREA

D ELECTRONIC SITE D, LAUNCH COMPLEX A,|:

H COMPLEX B

. SUPPORT AREA
ach Complex B

added in the housimg aresn
sared to haver been ro-
Certain facili
1re 18 indicate new
tion rather 1 sTruction.
Soostudy
Probable St
cility to bedn un apy
No new con sotipn is evid

cm which was well define

otopTaphy s discernible on

raply but shows no ovi-
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LAUNCH AREA AND BUILDING TRIAD
(Figures 10, 20, and 21)

Facility A

change was observed from
in Facility A on very

photography. The: light portidn of
tangular pad has assumed a somewhat
appearance at the two western cormers.
Details of the dark object in the approximate
center of the pad arenotapparent from available
coverage. The facilities and access road were

cnow covered on phorography of
Facility B -

No apparent change is Observed inpads B-1
A dark

and B-2 from
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ON-SITE
SUPPORT
FACILITY

SAM S1TE B27-2 ,
i
|

LAUNCH AREA

FROBABLE STORAGE,
ASSEMBLY AND
CHECKOUT FACILITY

FACILITIES
'

“Tat '
i
) 1 .
STOFAGE/l IR R
AREA - -~
e
i

— — Pipeline
. Revetment
= - Building
zoco 4030

ETIAFPFRONIMATE)

A, LAUNCH COMPLEX B, AUGUST 1963.

object of undetermined height is noted on all whicl: has been widened to form.an &pron along
available recent photography in the center of the =outhern part of the loop. A very small
each pad. Pad B-2 does not have t apparent structure or object is positioned in the center of
depth of pad B-1. Just north of the center of the loop road and four additional structures (in-

pad' B-2 a very small structure could be identi- cluding one probable bunker) in the area just
fied on coverage. t\'ljd'\\"d}' between the north of the loop road. These facilities appeared
two pads is the previously identified probable complete or nearly complete in‘ilon
bunker and several smaller facilities or objects. generally indistinct photography.

Close to the southern boundary of Facility B Construction has continued at the triad of
is an unidentified area consisting of a loop road buildings just southwest of Facility B reporte‘d

-
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. 1
under construction in NPIC/R-61/63. 5/ From Photography of|  [revealedtnatatan

exterior construction of tower with a circular dish-like or disc-like ob-
the two small buildings appears-to have been ject on top had been erected onthe portion of the
cémpleted. Each has an unidentified object on building away from the small buildings. A tall
the;center of the roof. The large rectangular crane-like object could be seen just south of the
building itself app8;fsfc'omple[e but almost con- large building in and appearedtohave
tinuous construction activity has been evident on been moved to the rear of the building by
the roof since A large circular ob- )
ject was observed on the ground adjacent Lo the An unidentified structure parallel and close
northwest corner of the building in to the rectangular building had bzen constructed

TOP SECRET |
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SUILDING TRIAD

FACILITY

>
- ASSEMBLY AND
ﬁ~ CHECKCOUT BUILDING

Road
—  —— Trail ‘ground scar
—-—— Fence
—— Pipeline
probable bunket
Possible ragar dish «
Probable microvave towel
Building

FIGURE 20, LAUNCH AREA AND EUILDING TRIAD AT LAUNCH COMPLEX B

OV It is 130 by 25 feet and. although small dark pattern in

the center of two of the
of undetermined height, 18 considerably lower

aprons thus formad:” Photography-6f
than the vectangular building. - Parallzl o this. reve i a ground scar extendingfromt north-
=tructure and just west ig a long irregulay em- . ern oOf rwo small buildings in a northeastern
bankmeant (OY mound-like structure) of unidenti- jirection and by ;\ix»gusl‘:rihe‘ scar hadreach-
fied nature. ed the center of the loop road close o the south-

An intricate system of ground scars or con- ern boundary of Facility B. Numsrous small
duits has been developed at the site. Just east facilities and pieces of equipment were observed
of the ©TwoO square—buyildings is a road sV come of which had appeared since’

which widens at several places and containg 2 |:
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FACILITY A

FACILITY B

BUILDING TRIAD

FIGURE 21. PERSFECTIVE OF BUILDING TRIAD, LAUNCH COMPLEX SS
During the winter of activity was Launch Instrumentation Sites

observed at the building triad and the road from

B . “rom two small
he complex support area to the triad although ¢

the road to Iacilitics A and B remained snow
covered.

- One additional probable structure was added
Assembly and Checkout Facility in the northwest corner of Site B-2 during the
Th2 onlv discernible change gt this facility same period. No significant change was noted

25X1 o

iro

Coverage is not sufficiently clear to permit
interpretation of Site B-4,

- INSTRUMENTATION SITE 10

significant development observed took place at the triad

at [nstrumentation Site 10 (Figure 22) from of buildings in the southwest corner of the site.

- 26 -
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m i mpos sev ctang r
: that time and is composed of seven rectangula
e ildi i S seven mis-
e T T e i C - of sionifi parallel buildings in one group and seven N
o additional cons=truction ad sig . s ne i e
o s \ inder of the site. cellanzous buildings scattered abouttne = h
i red 1 2 remaince {f the = .o
»nce is noted in the remd
a

a o niae e 1CTIVIL e ast O e eV onstructl s € 1 n this latter area

re d 1 d rivity loca e C W const Clio 1 vident 1 T

T f uni 1ie < ke d t i ¢ ‘ ‘ h

operatl al area acYOoss U sain road, ¥epor ted on cenerally indistinct P otograpnyv.
perat or 1 P

in NPIC ‘R-61 63, 37 appeuars unchangad =ince

R P

T
WEE TABLE 1)
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T

POSSIBLE INSTRUMENTATION SITE 1.3

A triad of buildings has been under con- Construction details of this facility are presented
struction since at Possible In- in Table 1.
rrumentation Site 13 (Tigure 23), located onthe A support area just northeast of the build-
north shore of lake Balkhash, 32 nm northeast ing triad nsists of two sections: the main

r of the Sarv-Shagan Support Base. section composed of approximately 19 buildings

UNIDENTIFIED
ACTQL];\Y'

PORT AREAS" "
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Sanitized Copy Approved for Release 2011/03/24 : CIA-RDP78T05439A000300290001-6



’

Sanitized Copy Approved for Release 2011/03/24 : CIA-RDP78T05439A000300290001-6

TOP SECRET

NPIC/R-162/64

ILLEGIB

entation

Two =maetl bic
appenr cong

objects o

ct= on roof=:
blde under con-
i sblde= con-

\ctivity undete
faroe

t covered

t covered

Two =mall bldg= prob-
ahly under con=truc-
: large bldg under
ruction (only
ob=erved)

jeet onrear of bldga:

bldus o

I bldg dark in

¢ other light

tone. both with an
hivet on the roof: the
roof of the large bldg
half 11 ind half

 TOP SECRET

No appuarent activitys
beavy haze

Not covered

Outlines of o
barely dizcernible

Two =mall bldg= ap-
pear to have objects
on roofs=: construction
activity on roof of
laruze bldg

Activity continues on
roof of large blde:
appear
complete with objects
on roof

Not dizcemible

con=truc
ity continuc
roof of large bldu:
=tructure paralleling
large hldg pre=ent:
pos==ible colibration
point naied

Not covered

ification only
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Launch Complex B

Po==ible
In=trumentation
Site 13

In=trumentation
Sie 10

snt change in Two =
~encept far

truction tivity

on roof of luree blde

with obi

of roof

11 hldge=

ed: a tall tower

with circular dishk-like
or dizc-like object on

un-

identified 13
toned ohje
top now po=itioned at rorth of the
rear of s
cround =t
cor.plete from north-
ern =quare blde to cen-
ter of
fenced arean

w B

loop roxd within
of Facili-

1 bldgs Tight
in tone with object

on roof centert large
bldo i= light in tone

't oon rear

cein previously
joned facilitios:

‘dlities
except fer the ap-
pearance of a =quare
dark pattern on the

Cloud covered No chunge

roof

No =ignificant change

The object on the roof
1 in facilitie=.

of the ligh
=mall bld
cernible:

-toned

= not dis-
tivity
noted on the roof of
the dark-toned

bldu: work ec
on roof of It
where unidentified
object romain=

e hldg

of varving sizes and a smaller section consisting
of 4 parallel rectangular buildings. This support
ucted between |::md
and has remained virtually un-
»

second support area along the shore south of the

changed from that tim2 to‘

building triad is composed of atotzlof 21 struc-

is divided into two secrions The
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